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I. INTRODUCTION 
The purpose of the experimental and theoretical  study, which 
is described in this report ,  has been to  determine and descr ibe some of 
the propert ies  of the present  surface electrodes which a r e  used for  
monitoring physiological processes  of human subjects i n  the dynamic 
environment. 
The propert ies  of electrodes a r e  poorly known, o r  a t  l eas t  
not known i n  sufficiently useful f o r m  t o  be used in the design of proper  
electronic instrumentation or  signal conditioners for  u se  in our space 
program. Consequently, waveform recognitions in  conjunction with 
electrodes is very much limited to  a primitive stage. The approach 
to electrode design remains entirely empir ical ,  and the comparison 
between different types of electrodes f o r  the same  purpose remains 
a mat te r  of personal judgment based on experience. 
The objective of this study has  been to  determine the equiva- 
lent c i rcui t  of a typical s e t  of surface electrodes in  contact with human 
skin. 
equivalent c i rcui t  with the motive of learning how it var ies  under 
different environmental and subject conditions and of accounting for  the 
generation of the motion ar t i fact .  
In a continuing program, it is planned to  fur ther  investigate the 
As a final resul t ,  it w i l l  be sought 
t o  obtain a fundamental understanding of electrode theory i n  t e r m s  of 
physics , electr ical  engineering, and physiological principles. 
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11. BIOELECTRODES 
Bioelectrodes can  be subdivided into two c lasses :  body surface 
Body surface electrodes a r e  those electrodes and implanted electrodes. 
which do not themselves penetrate the skin, while implanted electrodes,  
a s  the name implies,  pass  through the outer l aye r s  of the skin to  make  
d i rec t  contact with body tissue. 
of avoiding the problem of conduction through the outer layer  of skin, 
since they make  direct  connection with the t i s sue  which has a g rea t e r  
conductivity than the skin itself. 
without its disadvantages. 
ing the electrode. 
electrode mater ia l  when long periods of monitoring a r e  necessary.  
Copper e lectrodes,  for  example, w k h  produce no noticeable ill effects 
in  an hour 's  use ,  resul t  in notable destruction of t issue when used to  
observe biological activity f o r  a per iod of severa l  weeks. 
s tee l  electrodes do not s h o w  this deleterious effect. 
Implanted electrodes have the  advantage 
However the implanted electrode is not 
There is of course  the discomfort  of implant- 
There is also the danger of t issue destruction by the 
Stainless 
When the implanted electrode is used as a path f o r  a stimulating 
signal, another problem ar i ses .  Since generally higher cu r ren t  
densit ies a r e  involved in  stimulation than in  detection, which is accom- 
plished through a high input impedance amplif ier ,  there  is the possi-  
bility that  the electrode wi l l  plate itself out on the t issue,  and thus 
dissipate i tself  in  a relatively shor t  period of time. 
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The body sur face  electrodes on the other  hand do not encounter 
t issue directly.  
generally linked to  the skin by an  electrolytic jelly which provides a 
good contact with the skin. 
in  additional complexity since it then involves the electrode-skin in te r -  
face ,  o r  the electrode-electrolyte and electrolyte-skin junctions. Thus 
the analysis of the body surface electrode is m o r e  difficult and such a 
configuration is a l so  subject to a grea te r  number of perturbing influences 
than the implant. 
They may be attached directly to  the skin, but a r e  
The external electrode i n  e i ther  case  resu l t s  
The implanted electrode generally takes t h e  f o r m  of a thin wire 
with a pointed end, o r  it may actually consist  of a w i r e  attached to a 
needle. A common needle type is the bi-polar, concentric-needle, 
electrode which consis ts  of a s imple s ta inless  s teel  hypodermic needle 
containing an  insulated wire in its bar re l .  
Body surface electrodes consist  generally of an insulated wire 
lead attached to  a metall ic plate which is encompassed i n  an  insulating 
mater ia l .  
mater ia l ,  and contact with the skin is made through an  electrolytic gel. 
However some electrodes have been constructed s o  that the metal projects 
out of the insulator and thus makes a c loser  contact with the skin (such 
a s  those used at  the Rancho LOS Amigos Hospital in Lcs  Ar.g,eles). An 
insulated wire with bared t ip  has a l so  been used a s  an electrode with a 
Generally the metal plate is recessed  in the insulating 
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glue base paste  to  hold it fas t  and provide connection with the skin. 
t h ree  types appear  to  yield comparable resul ts ,  and at this  point it is 
m o r e  a mat te r  of choice accompanied by suitable application technique. 
All 
111. APPLICATION OF BODY SURFACE ELECTRODES 
The  problems of discomfort and of physiological damage a r e  
not by any means foreign t o  body surface electrodes.  
such electrodes is generally preceded by what is t e rmed  "skin preparation". 
This may take the f o r m  of a brisk cleansing with a solvent such a s  acetone, 
o r  the rubbing in  of electrode paste.  
through the use  of a solvent-soaked surgical  sponge, o r  the application 
of sandpaper to the a rea .  
electrode paste through the inclusion of some ground glass ,  which when 
applied resul ts  in  minute scratches on the skin which afford a d i rec t  
path to  the t issue.  In some cases  the skin is pricked to provide this 
contact. 
Attachment of 
Sometimes the skin is abraded 
Scarification can  be accomplished with the 
After the a r e a  of application has  been cleaned and dr ied  and 
some provision made for  the penetration through the skin to the tissue, 
electrolytic paste is applied to the metall ic plate i n  the electrode, which 
is then p res sed  to the skin s o  that the metal-electrolyte and electrolyte- 
skin interfaces  a r e  in  complete contact. 
held in  place by some adhesive o r  a suction cup. 
The electrodes a r e  then generally 
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In the present  study, the skin was prepared by briskly 
rubbing the surface with a tooth brush which was saturated with 
electrode paste.  This technique resul ted i n  a sat isfactory electrode - 
skin contact with a minimum of discomfort  and physiological damage. 
IV. MECHANISMS OF CONDUCTION 
In examining the flow of c u r r e n t  through the electrode-skin-  
electrode system, three separate regions must  be considered. First 
there  is the electrode skin interface (with the jelly considered a s  pa r t  
of the electrode s t ruc ture) .  
the bioelectric signal which consists of a flow of ions. The epidermis  
itself, the outer  layer  of skin of 0.1 mm average thickness,  is a poor 
conductor and offers a la rge  resis t ive b a r r i e r  to  cu r ren t  flow. It 
consists of th ree  layers .  
by ions, molecules and even molecular aggregates.  However, this is 
followed by a thin layer ,  the s t ra tum lucidium, which sc reens  out 
The electrode ac ts  a s  a t ransducer  f o r  
The (ex ter ior )  horny layer  is easily penetrated 
anions but passes  cations. The s t ra tum lucidium is followed by the 
Malaphigian layer  which presents no fur ther  b a r r i e r  to cu r ren t  flow. 
The channel of conduction through the s t ra tum lucidium apparently 
consis ts  of the eccr ine sweat glands, as studies have shown the absence 
of a galvanic skin response in subjects whose sweat glands are mainly 
apocrine ra ther  than eccr ine.  
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Of course  if the epidermis is removed during the preparat ion 
of the skin, the resis tance of the skin-electrode interface is great ly  
red-iced since contact is then made with the inner layer  of skin, the 
derma.  
stri lcture - -  cell ,  t i ssue,  and fluid. 
Once to  the d e r m a  the cu r ren t  flow is c a r r i e d  by a third 
Studies have shown that passive biological t i s sue  can  be 
represented by a stationary, lumped, l inear ,  bilateral  network. The 
biological t i s sue  consists of a group of ce l l s ,  surrounded by an  in te r -  
cel lular  fluid. The fluid has been found to  be highly conductive, while 
the cell  membrane  can be represented by a la rge  resis tance in paral le l  
with a capaci tor .  
within the cell.  An equivalent c i rcu i t  for  the electr ical  representat ion 
of a f rog  muscle  w a s  obtained by Fa t t  (Ref. 1) consisting of a r e s i s to r  
in parallel  wi th  two res i s tor  capacitor s e r i e s  legs.  
c i rcui t  shows that there  a r e  distinct regions in  the impedance vs. 
frequency plot, where Rb, Ray and Ri, dominate. 
Intracellular low-resistance fluid is a l so  present  
The equivalent 
Rb 
cb  
Ri 
Figure 1. Fa t t ' s  Circui t  
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V. CHARACTE RIST ICs OF BIOE LECT RODES 
Other authors have shown that the e lec t r ica l  charac te r i s t ics  
of the body surface type electrodes resul t  f r o m  the mechanisms of 
conduction explained previously (Cf. Refs. 1, 2, and 3).  As noted 
above, there  exists a ia rge  resistance due to  the skin electrode inter-  
face. Removal of this  layer  resu l t s  in  a much sma l l e r  resistive com- 
ponent in  s e r i e s  with the t issue,  which a l so  implies  bet ter  contact 
with the inner t issue.  
impedance due to  lo s s  of effective contacting a r e a ;  since the electrode 
contact is better to begin with, smal l  changes in contact a r e a  have 
l e s s  effect. 
frequency range the skin-electrode combination can  be approximated 
by  an  RC-parallel combination (0. 1 to 100 Hz. ). 
shown that res is tance is a function pr imar i ly  of skin preparation as 
implied above, but for  a given type of preparat ion it var ies  inversely 
with the a r e a  of the electrodes (the a r e a  effectively in  contact with the 
skin). Similarly the capacitive component of the skin electrode 
impedance is directly dependent on the a r e a  of the electrodes and the 
variation is extremely l inear  (Ref. 2). 
This situation in  turn  implies l e s s  variance of 
It has  been shown by Roman (Ref. 2) that  over a narrow 
It has a l so  been 
Distance between the electrodes has  been found to  have little 
effect on the observed impedance. 
conduction plays a relatively insignificant role in the determination of 
cu r ren t  flow through the system, i. e. , that t issue impedance is small .  
This resul t  suggests that t issue 
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VI. VOLTAGE LEVEL OF ELECTRODE IMPEDANCE MEASUREMENTS 
The electr ical  properties of human skin and t i s sue  a r e  such 
This  fact  that  the impedance is not constant a s  a function of voltage. 
implies  that if one wishes to determine the impedance of sur face  
electrodes in contact wi th  human skin, it is first necessary  to  specify 
the voltage level at  which the impedance is t o  be measured.  
The most  practical  level a t  which to  measu re  the impedance 
of surface electrodes s e e m s  to be in the 1 t o  100 millivolt range. 
practicali ty of this  voltage range is implied in part f rom the voltage 
level of biological processes .  
the following magnitudes (Ref. 4): 
The 
F o r  example cer ta in  biopotentials have 
( a )  Resting potential of cardiac muscle ,  80 mv. 
(b) Resting potential of skeletal  muscle ,  70 mv. 
( c )  Osmotic neuron potential, 70  mv. 
(d)  
( e )  
Nerves can be stimulated by impulses above 800 mv. 
Electrocardiogram voltages a r e  l e s s  than 50 mv. 
When electrodes a r e  attached t o  the skin a d  voltage is applied 
a c r o s s  them, the voltage must be kept well below 1 volt i n  o rde r  t o  
a s s u r e  that no neurons or muscle f ibers  w i l l  be tr iggered. While no 
experimental  data has been taken o r  found confirming o r  denying the 
possibility, it may be that due to  the "all o r  none" law of these t i s sues  
(Ref. 4), a f i red  neuron o r  muscle fiber has  a different impedance 
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f rom an  unfired one. 
the voltage level impressed  a c r o s s  the electrodes should be either 
below 500 rnv, in which case  no f ibers  would be st imulated,  o r  above 
2. 5 volts in  which c a s e  al l  would be st imulated.  
In order  to  keep this variation to a minimum, 
It would be impract ical  for  the applied voltage to be above 
2. 5 volts, a s  this level would cause  danger and discomfort  to  the 
subject. Impedances measured in th i s  higher voltage range may 
not be of much value since they might be quite different f rom imped- 
ances  fo r  the voltage levels at which biological Jneasurements a r e  
usually made. 
The low voltage level a t  which impedance measurements 
should be made presents  a problem. 
made under  unshielded conditions have shown that e lec t r ica l  interference 
in the University laborator ies  and buildings is in  the 3 to  200 millivolt 
range ( a s  measured  a c r o s s  the te rmina ls  of the attached electrodes) .  
The electr ical  interference would in  all probability be l a rge r  in  c lose  
proximity t o  high cu r ren t  electrical  equipment such a s  found in industrial  
o r  a i rc raf t  environments. 
Some pre l iminary  measurements  
The frequency character is t ics  of the noise is wide band wi th  
components ranging up to  severa l  mega-Hertz .  
frequency of the noise is 60 Hz. 
The predominant 
In o r d e r  to  reduce the e lec t r ica l  noise t o  an acceptable level, 
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a sc reen  room was constructed, and the sc reen  shielding was connected 
t o  a common but floating electr ical  equipment ground. The subject was 
placed inside the shielded enclosure;  all of the measuring equipment w a s  
located outside the enclosure;  and electr ical  connections were  made by 
means of shielded leads.  Under these conditions, the electr ical  noise 
w a s  reduced to  the microvolt level (approximately 19 microvolts a s  
measured  a c r o s s  the electrode te rmina ls ) .  The residual noise w a s  
t raced  to  t r ans i s to r s  of the  amplifier which w a s  used in  the measurements .  
N o  change was made i n  the amplifier design since the residual  noise 
level  was considered to  be perfectly acceptable fo r  the purposes of the 
measurements .  
It may be expected that such complete shielding wi l l  alter the 
impedance measurements  by increasing the apparent e lectrode capacit-  
ance. 
shielded leads,  and by t h e  appropriate positioning of leads and the 
subject within the screened  enclosure,  the s t r a y  capacitance effects were 
reduced to a negligible level fo r  frequencies in the d. c.  t o  10,000 Hz range. 
However, by compensating the amplifier f o r  the effect of the 
VII. MEASUREMENT OF ELECTRODE CHARACTERISTICS 
After  preparing the skin as  described in Section Ill, Beckman 
sur face  electrodes (Beckman Biopotential Skin Electrodes,  No. 350040, 
f o r  use  with EKG) were applied to a subject 's  f o r e a r m  at a separat ion 
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of 10 cent imeters  with the Beckman electrode paste. 
mine the electr ical  character is t ics ,  the s e r i e s  combination of the electrodes 
and a 50,000 ohm res i s to r  was driven by a n  audio frequency oscil lator and 
precis ion attenuator (Wavetek Model 110 Oscillator),  and the electrode 
voltage was ccrnpared with that a c r o s s  the series cocibination a s  a func- 
t ion of the oscil lator frequency. 
a t ransis tor ized amplifier (Philbrick Model P65A) and a calibrated 
o sci l l  os c ope. 
In o r d e r  to de te r -  
The electrode voltage was measured  with 
Data for  six subjects,  which were obtained at  severa l  intervals  
of t ime af ter  application of the electrodes,  a r e  presented in Tables I, 11, 
and 111. The tables give the ratio of the electrode voltage, Eo, to the 
voltage applied ac ross  the se r i e s  combination of r e s i s to r  and electrodes,  
Ei, a s  a function of frequency. 
decibels and increased by the amplifier gain, G,  (46  db). The data were 
obtained a t  an electrode voltage, Eo, of 10 millivolts. 
e lectrode voltage to  50 millivolts, o r  reducing the electrode separation 
t o  5 c m ,  was found to  have only a smal l  effect  upon the data.)  
geometr ical  averages o r  mean values of the data a r e  a l so  tabulated. 
The ratios have been expressed in 
(Increasing the 
The 
In Table IV  the geometric mean values of the electrode voltage 
F o r  the values given in  parenthesis,  a reference of ra t ios  a r e  tabulated. 
z,ero decibels was chosen to correspond to  the initial, low-frequency, 
limiting value of the voltage ratio. The mean values, fo r  data obtained a t  
0 and 3 hours ,  a r e  shown as  curves  in F igure  2. the It may be noted that 
E O  
E i  
Table 1. Electrode Voltage Ratio - G, in  Decibels 
Subject 1 2 3 
0 Hours  
4 5 
Frequency 
in  Hz 
1 42. 7 
5 42. ? 44.8 44.1 38.4 39.2 
10 42. 5 44. 8 44. 1 38.4 39.2 
20 42.5 44. 8 44.0 38.4 39.0 
40 42.4 44.8 43.7 38. 1 38. 8 
80 41.9 44.3 43.4 37.8 38. 3 
160 41. 3 43.7 4 2 . 9  36. 9 37.5 
3 20 40. 2 42. 3 42.0 35.6 36.0 
640 38. 2 39.7 40.4 33. 6 33. 6 
1.28 K 34.0 34.7 37 .5  30.7 29.8 
2.56 K 29.0 29.7 33.3 27. 1 23.2 
5.12 K 24. 6 28. 3 22.9 20.0 
10.24 K 18. 9 22.6 16.9 14.0 
20.48 K 14.0 17.6 12.1 8.0 
1 
5 
10 
20 
40 
80 
160 
3 20 
640 
1.28 K 
2. 56 K 
5.12 K 
10.24 K 
20.48 K 
41.3 44 .5  
41.0 44.5 
41.0 44.5 
41.0 44.5 
40.5 43. 8 
40.0 43.2 
38.9 41. 9 
36.8 39.5 
32.7 34.7 
28.0 30.4 
25.4 
20.0 
14. 3 
0 . 5  Hours 
38. 2 
38. 2 
38. 1 
37. 8 
37.5 
36. 7 
35.3 
33.3 
30. 7 
26.9 
22.3 
16. 3 
11.6 
6 Mean 
44. 8 42. 3 
44. 8 42. 3 
44. 8 42.25 
44. 3 42.01 
43. 8 41.59 
43.0 40. 89 
41. 6 39.62 
39.2 37.45 
35.3 33.67 
28.71 30.7 
24.22 25. 3 
19. 7 18.42 
14. 8 13. 3 
42. 8 41.7 
42. 8 41. 63 
42. 5 41.53 
42. 3 41.40 
41. 7 40.88 
40. 9 40. 20 
39.7 38.73 
37.4 36.75 
34. 0 32.85 
29. 6 28.73 
24. 9 24. 2 
19. 3 18.53 
14. 5 13.47 
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Subject 
Frequency 
in  Hz 
1 
5 
10 
20 
40 
80 
160 
3 20 
640 
1.28 K 
2.56 K 
5.12 K 
10.24 K 
20.48 K 
' Eo 
Ei  
Table 11. Electrode Voltage Ratio - G, i n  Decibels 
1 
5 
10 
20 
40 
80 
160 
3 20 
640 
1.28 K 
2.56 K 
5. 12 K 
10.24 K 
20.48 K 
1 
43.2 
43.2 
43.2 
43.2 
41.4 
40.7 
39.3 
34. 8 
28.0 
2 
44.5 
44.5 
44.5 
44.5 
43.8 
43.2 
41.9 
39.5 
34.7 
30.4 
25.4 
20.0 
14. 3 
1 Hour 
3 4 
43.4 38.0 
43.4 38.0 
43.3 37.7 
43.1 37.5 
42.8 37.2 
42. 2 36.4 
41.4 35.1 
39.7 32.9 
36.7 30. 1 
32.4 26.0 
28.0 21.6 
21.9 16.0 
16.9 11. 6 
2 Hours 
42. 3 43.0 37.7 
42.3 43.0 37.7 
42.3 42. 8 37.5 
42. 3 42.6 37.3 
41.7 42.4 36.8 
41.0 41.8 36.0 
39.7 40.8 34.7 
37.4 39.2 32.3 
38. 1 36.3 29.3 
28. 7 32. 3 25.0 
24.4 27.4 20.5 
19.6 21.9 15. 6 
13.7 16.9 10.9 
5 6 Mean 
37. 6 41. 8 41.42 
37. 6 41. 8 41.42 
37.2 41. 6 41. 25 
37.0 41.4 41.12 
36. 7 40.9 40.47 
35. 6 40.2 39.72 
34.0 38. 9 38.43 
31. 5 36. 9 35.88 
28.0 33. 7 31.87 
23. 2 29. 3 28.26 
18. 5 24. 7 23.64 
14. 0 18. 9 18.16 
8.00 14. 0 12.93 
40.4 40. 85 
40.4 40. 85 
40. 3 40.73 
40. 1 40.58 
39. 8 40. 18 
39.2 39.50 
37. 8 38.25 
35. 8 36.18 
32. 5 32.80 
28. 3 28.58 
23. 5 23.95 
18. 1 18.80 
13.3 '13.70 
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Subject 
Frequency  
in Hz 
G, in Decibels Table  111. Electrode Voltage Ratio - E O  
Ei 
1 
5 
10 
20 
40 
80 
160 
320 
640 
1.28 K 
2.56 K 
5.12 K 
10 .24  K 
20.48 K 
1 
5 
10 
20 
40 
80 
160 
3 20 
640 
1.28 K 
2.56 K 
5.12 K 
10.24 K 
20.48 K 
3 Hours  
1 2 3 4 5 6 
43.1 37.6 
43.1 37.6 
42.9 37.4 
42.6 37.2 
42. 3 36. 5 
41. 7 35.5 
40.7 34.1 
39.0 31. 8 
36. 1 29.5 
32.0 24. 7 
27.0 20.0 
21. 6 15.4 
16.9 10.4 
4 Hours  
42. 8 
42. 8 
42.6 
42.4 
42. 1 
41.4 
40.4 
38.7 
35.7 
31.6 
26.6 
21.3 
16.4 
39.7 
3 9 . 7  
39.5 
39.2 
38. 7 
37.9 
36. 6 
34.3 
31. 3 
26. 9 
22.5 
17. 2 
12.7 
~ ~~ 
Mean 
40.13 
40.13 
39.93 
39.67 
39.17 
38.67 
37.13 
35.03 
32.30 
27.87 
23.18 
18.07 
13.33 
39.9 41. 35 
39.9 41.35 
39.8 41.20 
39. 5 40.95 
38.9 40.50 
37. 8 39.60 
36. 5 38.45 
34.3 36.50 
30.9 33.30 
26.9 29.25 
22.3 24.45 
17.2 19.25 
12. 8 14. 60 
14 
E O  
Ei 
Table IV. Mean Values of the Elec t rode  Voltage Ratio - G, in Decibels 
T i m e  0 h r .  . 5  hr .  1 h r .  2 h r s .  3 h r s .  4 h r s .  
Frequency 
in  Hz. 
5 42. 3 41. 7 41.42 
( 0 )  (-. 6) ( -.88) 
40.85 
(-1.45) 
40.13 
(-2. 17) 
41.35 
( -095) 
10 42.3 41.63 41.42 
( 0 )  ( -. 67) ( -. 88) 40.85 ( -  1.45) 40.13 (-2. 17) 41.35 ( -.95) 
20 42.25 41.53 41.25 
( - . 0 5 )  ( -.77) (-1.05) 
40.73 
(-1.57) 
39.93 
(-2.37) 
40 42.01 41.4 41.12 
( -. 29) ( - .9)  (-1. 18) 
40.58 
(1. 72) 
39. 67 
( -  2. 63) 
40.95 
(-1.35) 
80 41.59 40.88 40.47 
( -.71) (-1.42) (-1.83) 
40.18 
(-2.12) 
39. 17 
(-3. 13) 
40.50 
(-1.8) 
160 40.89 40.20 39.72 
(-1.41) (-2. 1) (-2. 58) 
39.50 
(-2. 8) 
38.67 
(-3. 63) 
39. 60 
(-2.7) 
38.25 
(-4.05) 
3 20 39.62 38.73 38.43 
(-2. 68) (-3. 57) (-3. 87) 
37.13 
(-5. 17) 
38.45 
(-3. 85) 
640 37.45 36.75 35.88 
(-4.85) (-5.55) (-6.42) 
36.18 
(-6. 12) 
35.03 
(-7.2 7) 
36.50 
(-5.8) 
1.28 K 33.67 32.85 31.87 
(-8.63) (-9.45) (-10.43) 
32.80 
(-9.5) 
32.30 
(-10.00) 
33.3 
(-9.0) 
2.56 K 28.71 28.73 28.26 
(-13.59) (-13.57) (-14.04) 
28.58 
(-13.72) 
27.87 
(-14.43) 
29.25 
( - 13.05) 
5.12 K 24.22 24. 2 23. 64 
(-18.08) (-18.5) (-18.66) 
23.9 5 
(-18.35) 
23.18 
(-19. 12) 
24.45 
(-17.85) 
10. 24 K 18.42 18.53 18. 16 
( - 2 3 .  88) (-23. 77) (-24. 14) 
18.80 
(-23.5) 
18.07 
(-24. 23) 
19.25 
(-23.05) 
20.48 K 13. 3 13.47 12.93 
(-29.0) (-28. 8 3 )  (-29.37) 
13.70 
( -  28.60) 
13.33 
(-28.97) 
14.60 
(-27.7 ) 
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electrode impedame  decreases  with t ime af te r  application of the 
electrodes.  
An examination of Tables I, 11, and 111 shows that individual 
s e t s  of data differ f r o m  the mean values by a s  much a s  5 db. 
differences a r e  attributed, in  par t ,  to variations in the degree of 
skin preparation. 
These 
At high frequencies,  t h e  curves  of F igure  2 decrease  at a rate 
of 4. 5 to 5 db per  octave. Thus, a t  frequencies above 1000 Hertz,  the 
electrodes may  not be accurately represented by a simple,  parallel ,  
res is tance -capacitance , equivalent c i rcui t  which is character ized by 
a 6-db per  octave , high-frequency, attenuation character is t ic .  In o rde r  
to  simulate the electrode attenuation charac te r i s t ics  over a wide f r e -  
quency range (d. c. t o  20, 000 Hertz),  the equivalent c i rcui t  shown in  
F igure  3 was selected. 
F igure  3 .  Electr ical  Equivalent Circui t  f o r  Surface Type 
Elect  rode s 
The Bode diagram for the network of Figure 3 is charac te r ized  
by three break points. By selecting the frequencies at  which these break  
17 
points occur,  the attenuation character is t ic  of the network m a y  be 
matched to  that of the electrodes.  
frequencies,  the values of the circui t  elements in the network a r e  
easi ly  determined. 
Having specified the break-point 
The f i r s t  break point is associated with the frequency a t  which 
the electrode-attenuation character is t ic  is 3 db below its low-frequency 
value. 
a slope of 4.5 or  5 db per  octave, in  the attenuation charac te r i s t ic ,  
over  the frequency range of 2 to 20 kilo-Hertz. 
The arithmetic mean values, of data obtained one hour af ter  
The two higher frequency break points a r e  selected to produce 
application of the electrodes,  were used to determine the pa rame te r s  of 
a n  equivalent c i rcui t .  
were obtained by the method described above. 
a s  start ing points in  an iterative precedure using an IBM 1620 digital 
computer.  
attenuation character is t ic  with that of the electrodes.  
Approximate values of the circui t  pa rame te r s  
These values were used 
The computer was used to  compare the calculated network- 
In the procedure,  
minimization of the mean-square e r r o r  was used a s  a c r i t e r ion  to  de te r -  
mine closeness  of f i t .  After approximately 10 i terat ions,  an acceptable 
set of values fo r  the circui t  elements were obtained. These values a r e  
as follows: 
R1 = 64, 500 ohms R = 40, 000 ohms 
2 
C1 = 0.0075 pf C2 = 0.008 pf 
In Figure 4, the attenuation charac te r i s t ic  fo r  the equivalent 
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c i rcu i t  is shown a s  a curve.  
obtained one hour a f te r  application of the electrodes,  a r e  shown as  
c i rc led  points in the figure.  
The ar i thmetic  mean  values, of data 
It is believed that an equivalent c i rcui t  of the type shown in  
F igure  3 can  be used t o  represent  surface electrodes under a wide 
variety of conditions. 
depend upon a number of fac tors  such as the type of surface electrodes 
and the i r  separation, the degree of skin preparation, the length of 
t ime that the electrodes have been attached, and etc. 
The values of the c i rcu i t  e lements  wi l l  of cour se  
In a continuing study, it is planned to fur ther  investigate the 
equivalent c i rcui t  with the motive of learning how it var ies  under dif- 
f e r en t  environmental and subject conditions and of accounting fo r  the 
generation of the motion artifact .  
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